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JSC " FanDOK " 213802 , Republic of Belarus, Bobruisk , str. Lenina, 95,
 
tel / fax . +375 (225) 49 10 06, 49 08 31 www.fandok.com; e-mail: laptenok@fandok.com 

 Commercial offer
 Our company   JSC" FanDOK " offers  a new product ( thin chipboard) on the market  оf  the wood panel.  Today   we are   sole manufacturer which   produces the thin chipboard   in   Republic of Belarus.
 Our thin chipboard   fits the requirements   оf   European standard (EN 312 and GOST 10632 – 2007). Thermosetting glue   consists of artificial resin which contains a   low level of the formaldehyde which is used as bounding   agent and   as a result our thin chipboard has a class of emission E-1. The thin chipboard   is produced  in  three layers which consists of different quantity of  chips and  adhesive compound for  inner  and  exterior layers as a result   to increase strength in bend and  strain.

Our thin chipboard has different types of covers for exposed surfaces (without cover, colored  in two sides or one side, backed). 
Scope application of thin chipboard:

1. Furniture industry ( interior  trimming of sliding door  wardrobes, furniture lightweight construction using tamburat, the rear wall of cabinet furniture, drawer bottoms, etc.).

2. Building ( office partitions, lining material for interior walls, ceilings, roof decking, can be used as windbreaks, sound, heat insulation, in the manufacture of removable casing, construction guard, collapsible structures, etc.)

3. Door leaves (doors of dressing rooms), wall panels.

4. Basis for laminate flooring and packaging

Dignity of thin chipboard:

• Thin chipboard can be an excellent substitute for fiber-boards ,MDF, high density fiber board ( HDF) and dry wall  primarily because of the price.

• Resistance to scratch resistant

• High wear resistance

• Resistant to chemicals

• fine-grained
Technical characteristics:
• Dimensions:

   thickness 2.5 , 3, 3.2, 4 , 5, 6 mm.          length 2,440 mm,            width 1,220 mm

• Humidity: 5%                        Limit bending strength: 13 - 15 MPa

• Density of 800 kg /m3 . ; Surface undulation Rm, for sanding board 32 -40, for not sanding board 320 – 500

• Weight per sheet: thickness 3 mm - 6.6 kg, 4 mm - 8.81 kg, 5 mm - 11 kg, 6 mm - 13.2 kg

• Dimension of package: 2440 x 1220 x 510 mm
 You can get   the detailed  information   on our web-site  www.fandok.com
We are always happy to see new partners willing to do business together 
